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This product may be covered by one or more of the following patents, others pending:

5,334,347 / 5,866,076 / 5,817,276 / 6,372,186 / 6,313,470 / 6,245,293 / 6,267,924 / 6,280,686 / 6,423,882
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FIXTURE MAY BE INSTALLED ON ANY ANGLE

RMC

DRAWING NO. REV.

DFT

WT.

UL CLASSIFIED STD 1995

UL APPROVED DOUBLE ENDED FIXTURE 

MODELS DE181VO THRU DE 421VO

A

REV DATE

FIRST ISSUE

NEXT ASS'Y

1/2" CONDUIT INLET, BOTH ENDS

9/3

03

0.203 DIA MOUNTING HOLE, 4 REQD

308

FORM 1667

Fixture       Length        P/N                  P/N                           P/N               Weight      

DE 181 VO    18"        10001500       10002100                 20000100               2.3           

DE 241 VO    24"        10001600       10002200                 20000200               2.7           

DE 301 VO    30"        10001700       10002300                 20000300               3.3           

DE 361 VO    36"        10001800       10002400                 20000400               3.7           

DE 421 VO    42"        10001300       10002500                 20000500               4.1           

  115 Thru 240       277 Volt        Replacement Tube       Lbs       

NOTES:

3.  OUTPUT: 10 µW/cm²/INCH ARC LENGTH @ 1 METER AND 400 FPM @ 55ºF

5.  PRE-PUNCHED MOUNTING HOLES, USE #10 SCREWS, 4 REQD

2.  REPLACEMENT UVC EMITTER, MODEL GTD SEE SCHEDULE

4.  CONSTRUCTED OF 304 STAINLESS STEEL AND SPECULAR ALUMINUM

6.  ELECTRICAL REQUIREMENTS 115 - 240 OR 277 Vac 50/60 HZ, SINGLE PHASE

1.  UNIT SHIPPED WITH LAMP INSTALLED (DO NOT TOUCH GLASS)

7.  USE ELECTRICAL INTERLOCKS ON ACCESS DOORS

FIXTURE      115V   208V    230V    277V

DE 181 VO    0.4      0.3       0.2       0.2    

DE 241 VO    0.6      0.3       0.3       0.2

DE 301 VO    0.8      0.5       0.4       0.3

DE 361 VO    0.9      0.5       0.4       0.4

DE 421 VO    1.0      0.6       0.5       0.4
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